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Number of Products and Items: Interim List (2015)

METAL PRODUCTS AND EQUIPMENT
. Febricated metalproducts 5 8 | 3 5
,,,,,,,,,,,,, General purpose machinery . 7 19 4 18 8
,,,,,,,,,,,,, Special purpose machinery 18 42 | 26 16
.. Electrical and optical equipment Jidsscsessteass aOusanlianesas isistesinies 1822002
~ Other manufactured goods n.e.c. (1) 4 8 5 3 .
TRANSPORT EQUIPMENT
 Motor vehicles, ralers and semitplers 5 15 | 11 4
- Otherroad transport (1) (merg.) 0 0
| Other transport equipment (1) (mefg.) | | | i
OTHER PRODUCTS
............ bfﬁévrmbfédij”c‘;fsw(”!’) .................................. M — — St P a— —
TOTALS 65 150 103 47

) Proposed classification change; in addition the order of the basic
7~ headings under “Metal products and equipment” would change

NOTE: A product
may have more
than one
(brand/model)
specified item

NOTE: Unspecified
items are copies of
the specified items
information (when
available), without
the brand and
model specification

NOTE: All specified
items do not have
the “unspecified”
counterpart



Example product: Portable rotary screw compressor

The product
has 3 items:

1 unspecified

2 specified

ltem Code 150112101

item Name Portable rotary screw
compressor

Make (and nationality) Unspecified

Model Unspecified

Free air delivery 3.7 m*/min.{621/s)

Working pressure 7 bar
Sound power level (EC Stage 1) 93 dB
Engine: number of cylinders 3
Full load speed 2400 rpm
Output at rated speed 32.5 kw
With brakes and adjustable towbar yes
Without particle filter yes
Overall width 141 cm.
Overall length 347 cm.
Height 126 cm.
Weight 865 kg
Company website

Type of price information (1-4)
Price from the Internet yes/no

'
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Unspecified

item is
“based on”
a specific
model

150112102 150112103
Portable rotary screw Portable rotary screw
compressor compressor
Specified brand Specified brand
Specified model Specified model
3.7m*min. (62 1/s) 721/s
7 bar 7 bar
98 dB 93 dB
3 3
2400 rpm 2300 rpm
32.5 kw 31.5 kw
yes yes
yes yes
141 cm, 141 cm.
347 cm. 347 cm
126 cm. 126 cm.
865 kg 875 kg
(1-4) (1-4)
ves/no yes/no

}
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Two specified items
under a product




Survey Form (Introduced for the Interim Activities)

INDEX (You can click the below link to go to the sheet)

0.  CoverPage

1. Index

2. Instructions

3. Country Data
150111102 Double skinned underground horizontal cylindrical storage tank - Unspecified
150111103 Double skinned underground horizontal cylindrical storage tank - Unspecified
150111104  Stainless steel beer keq - Unspecified
150111105  Packaged steam baoiler - Unspecified
150111106  Hacksaw - Unspecified
150111107  Hacksaw - Specified brand and model
150111108  Hacksaw - ~ Specified brand and model
150111108 Automotive tool set - Specified brand and model
150112101  Portable rotary screw compressor - Unspecified
150112102  Portable rotary screw compressor - Specified brand and model
150112103  Portable rotary screw compressor - Specified brand and model
150311107  Computer software - Specified brand and model
150311108  Computer software - Specified brand and model
150311109  Computer software -
150311112 Anti-virus software -
150311113 Anti virus software - Specified bran rrrodel
150311114  Computer software - =Cied brand and model

4. Database ="

Each item
presented in
separate
sheet

All entered data
“recorded to the

Specified brand and model
Specified brand and model / database sheet




Survey Form: Presentation of the ltems & Data Entry

BH Name General purpose machinery
BH Code 1501121
Item Code 150112102
tom N Bortable rata DATA ENTRY
m Name ortable rotary screw compressor
——— - | Observed brand
Make (and nationality) Specified brand
Model Specified model —t d nd mOdeI
Metric Imperial —
Free air delivery 3.7 m*/min. (62 1/s) 140 cu ft./min.
Working pressure 7 bar| 102 psi
Sound power level (EC Stage 1} 98 dB 98 dB
Engine: number of cylinders 3 3 .
Fulllad socc i o __ | Observed technical
Qutput at rated speed 32.5 kw 44 bhp r
With brakes and adjustable towbar yes yes d eta | I S
Without particle filter yes yes
Qverall width 141 cm. 56in
Overall length 347 cm. 137ins
Height 126 cm. 50in
Weight 865 kg 1907 Ib. 4
okl Observed price and
Type of price information (1-4} (1-4) . ( .
Price from the Internet yes/no yes/no . Other dEta I |S nOte .
Pres. = | ho calculation of total
Unit base price —_—
Gfder quantity. un |t prlce)
Delivery cost/unit
Installation cost per unit
Other unit costs (please specify)
Discount per unit —
. Notes
“L_ | Comments and date
— Date of collection {(mm/dd/yyyy) _J



Points for discussion (1)

2016 2017

List update 2015 —> 2017
Eurostat-OECD pre survey list ready

Sep Oct | Nov Dec Jan Feb ~Mar Apr May

Final GCL list ready

— Regional review and feedback can be expected?




Points for discussion (2)

List balancing

* Should the list of products be revisited?
— Eurostat-OECD list has approximate 281 products

* Should all products have at least one unspecified item (where applicable)?

— Number of items would increase from 150 to 162

* Should all specific items have “duplicate” unspecified item (where applicable)

— Number of items would increase from 150 to 200

Pricing guidelines

* Price one item under each product?

* Price one specified and one unspecified products under each product (when
available)?

* Price all items available, irrespectively of the product?

e Should “importance” concept be introduced together with weighted PPP
calculation method?




Points for discussion (3)

* Any revisions required?

* Should we (and can we...) introduce ADB’s free-form item descriptions
(remarks)?

REMARKS: For the storage of petrol though rather large for this
application. See next product tank to be supplied with leak detection
system, complete with connection kit, dipstick and a certificate of
EXAMPLE | conformity to standard cen 12285. The external finish is black bitumen
but internally untreated. The specification to include five holding down
straps, overfill protection valves and internal suction pipes. There is also
a 600 mm diameter manway and lower access shaft. the space
between the two skins is filled with monopropylene glycol.




THANK YOU




